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D D COMPACTOR WIRING & DISCONNECT

SITE (PARKING LOT, SIDEWALKS, LANDSCAPING)

FOOTINGS & FOUNDATIONS

CONCRETE SLAB (EXISTING)

CONCRETE SLAB (REPAIR/ MODIFICATION)

EXTERIOR WALLS (FINISHES, SURFACES & MODIFICATIONS)

STOREFRONT GLASS & DOORS

EXTERIOR WALLS (MASONRY) (

ROOFING & ROOF DECK

CANOPIES & AWNINGS

EXTERIOR DOORS (EXISTING)

EXTERIOR DOOR HARDWARE

DEMISING WALL — METAL STUDS, GYP. BD. (AND INSULATION)

DEMISING WALL — WALL FINISHES (

INTERIOR WALLS

INTERIOR WALL FINISHES

INTERIOR DOORS

INTERIOR DOOR HARDWARE

DEMISING & INTERIOR WALL BASE

RESTROOM WALLS SPACE 9979

RESTROOM WALL FINISHES

RESTROOM_CEILINGS

RESTROOM WALL BASE

RESTROOM DOORS

RESTROOM VCT FLOQRING

ADA SIGNAGE— RESTROOMS

RESTROOM DOOR HARDWARE 0

RESTROOM PLUMBING FIXTURES

MOP SINK (AS REQUIRED BY CODE)

DRINKING FOUNTAINS

TOILET ACCESSORIES

SUSPENDED ACOUSTICAL TILE CEILING (SALES)

INTERIOR LIGHT FIXTURES (SALES & RESTROOMS) \
EMERGENCY, EXIT AND MISC. LIGHT FIXTURES

CONCRETE FLOOR PREP AND/OR SEALER

WALK—OFF MATS

VCT FLOORING

CARPET

CERAMIC FLOOR TILE

TRANSITION STRIPS

PAINTING

INTERIOR SIGNAGE AND GRAPHICS

MISC. WOOD BLOCKING, FURRING ETC.

ELECTRICAL SERVICE STUB-IN & METER

TRANSFORMERS

ELECTRICAL DISCONNECTS

ELECTRICAL DISTRIBUTION PANEL (WITH BREAKERS)

EXTERIOR LIGHT FIXTURES

INTERIOR ELECTRICAL (WIRING AND OUTLETS PER CODE)

INTERIOR ELECTRICAL MODIFICATIONS

TIME_CLOCKS

STOREFRONT SIGNAGE OUTLET & CONDUIT

STOREFRONT SIGNAGE WIRING TO PANEL

STOREFRONT SIGNAGE

REAR DOOR BELL

SOUND SYSTEM

FIRE ALARM SYSTEM DESIGN

FIRE ALARM SYSTEM & WIRING

GAS MANIFOLD (IF AVAIL.)

GAS STUB-IN & METER (IF AVAIL.)

FLOOR PLAN

THERMOSTATS — PROGRAMMABLE

HVAC UNITS (ROOF CURBS)

HVAC UNITS

HVAC INTERIOR DISTRIBUTION DUCTWORK

HVAC INTERIOR DISTRIBUTION DUCTWORK MODIFICATIONS

HVAC DUCT SMOKE DETECTORS

SPRINKLER MAINS

SPRINKLER BRANCH LINES AND HEADS

PLUMBING MAIN SERVICE & METER

PLUMBING (BRANCH LINES NEW AND/OR MODIFICATIONS)
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PROJECT RESPONSIBILITIES
DIVISION OF WORK:

ALL WORK SHOWN ON LOD PLAN TO BE COMPLETED BY
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EXISTING "AS—IS”
LANDLORD

EXISTING "AS—IS”
LANDLORD

TENANT MODIFICATION PERMITS & FEES (BUILDING & ZONING)

PERMITS & FEES (SIGNAGE)

TEMPORARY UTILITIES
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DUMPSTERS
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COMPACTOR

COMPACTOR WIRING & DISCONNECT
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FOOTINGS & FOUNDATIONS

CONCRETE SLAB (EXISTING)

CONCRETE SLAB (REPAIR/ MODIFICATION)

EXTERIOR WALLS (MASONRY)

EXTERIOR WALLS (FINISHES, SURFACES & MODIFICATIONS)

STOREFRONT GLASS & DOORS

ROOFING & ROOF DECK

CANOPIES & AWNINGS

EXTERIOR DOORS (EXISTING)

EXTERIOR DOOR HARDWARE

DEMISING WALL — METAL STUDS, GYP. BD. (AND INSULATION)

DEMISING WALL — WALL FINISHES

INTERIOR WALLS

INTERIOR WALL FINISHES

INTERIOR DOORS

INTERIOR DOOR HARDWARE

DEMISING & INTERIOR WALL BASE

RESTROOM WALLS
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RESTROOM CEILINGS

RESTROOM WALL BASE

RESTROOM DOORS
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ADA SIGNAGE— RESTROOMS

RESTROOM PLUMBING FIXTURES
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TOILET ACCESSORIES

SUSPENDED ACOUSTICAL TILE CEILING (SALES)

INTERIOR LIGHT FIXTURES (SALES & RESTROOMS)

EMERGENCY, EXIT AND MISC. LIGHT FIXTURES

CONCRETE FLOOR PREP AND/OR SEALER

WALK-OFF MATS

VCT FLOORING

CARPET

CERAMIC FLOOR TILE

TRANSITION STRIPS

PAINTING

INTERIOR SIGNAGE AND GRAPHICS

MISC. WOOD BLOCKING, FURRING ETC.

ELECTRICAL SERVICE STUB-IN & METER

TRANSFORMERS

ELECTRICAL DISCONNECTS

ELECTRICAL DISTRIBUTION PANEL (WITH BREAKERS)

EXTERIOR LIGHT FIXTURES

INTERIOR ELECTRICAL (WIRING AND OUTLETS PER CODE)

INTERIOR ELECTRICAL MODIFICATIONS

TIME_CLOCKS

STOREFRONT SIGNAGE OUTLET & CONDUIT

STOREFRONT SIGNAGE WIRING TO PANEL

STOREFRONT SIGNAGE

REAR DOOR BELL

SOUND SYSTEM

FIRE_ALARM SYSTEM DESIGN

FIRE_ALARM SYSTEM & WIRING

GAS MANIFOLD (IF AVAIL.)

GAS STUB-IN & METER (IF AVAIL)

THERMOSTATS — PROGRAMMABLE

HVAC UNITS (ROOF CURBS)

HVAC UNITS

HVAC INTERIOR DISTRIBUTION DUCTWORK

HVAC INTERIOR DISTRIBUTION DUCTWORK MODIFICATIONS

HVAC DUCT SMOKE DETECTORS

SPRINKLER MAINS

SPRINKLER BRANCH LINES AND HEADS

PLUMBING MAIN SERVICE & METER
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TELEPHONE WIRING

DATA (CONDUIT & WIRE) FOR POS REGISTER SYSTEM

LEGEND

DEMOLITION NOTES:

1. GENERAL CONTRACTOR IS TO BE RESPONSIBLE FOR ALL DEMOLITION AND
REMOVAL OF EXISTING PARTITIONS, SOFFITS, DOORS, FRAMES, ANY MECHANICAL
AND ELECTRICAL EQUIPMENT, WALL TREATMENT, FLOOR COVERING, ETC., AS
NOTED ON THESE PLANS, AND AS REQUIRED FOR "VANILLA BOX” CONSTRUCTION,
UNLESS STATED OTHERWISE IN THE WORK SCHEDULE AND PER INDIVIDUAL LEASE
SITUATIONS).

2. THE GENERAL CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS AND
SHALL NOTIFY THE ARCHITECT OF DISCREPANCIES BEFORE PROCEEDING WITH
DEMOLITION WORK. ALL WORK SHALL BE COORDINATED WITH THE DRAWINGS FOR
NEW CONSTRUCTION.

3. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR SHUTTING OFF
ELECTRICITY, GAS, WATER, STEAM, SPRINKLERS, AND OTHER SERVICES, INCLUDING
THE CAPPING OF PIPES AND CONDUITS IN ADVANCE OF DEMOLITION.

4. IN THE EVENT OF UNKNOWN CONSTRUCTION OR UNKNOWN CONDITIONS THAT AFFECT
DEMOLITION OR CONSTRUCTION, THE GENERAL CONTRACTOR SHALL IMMEDIATELY

NOTIFY THE ARCHITECT, IN WRITING, DESCRIBING FULLY THE CONDITIONS

ENCOUNTERED.

5. CAREFULLY REMOVE ALL MATERIAL DURING DEMOLITION. PROVIDE ALL
REQUIRED BRACING, SHORING, AND SUPPORTS TO MAINTAIN STRUCTURAL
ADEQUACY OF EXISTING WORK DURING CONSTRUCTION.

6. CONSTRUCT AND MAINTAIN WEATHERPROOF PROTECTION AT ALL TEMPORARY
OPENINGS IN BUILDING WHERE REQUIRED.

7. AT THE CONCLUSION OF ALL DEMOLITION AND REMOVABLE WORK UNDER THIS
CONTRACT, REMOVE ANY REMAINING DEBRIS, ALL EQUIPMENT USED FOR
DEMOLITION AND LEAVE THE AFFECTED AREA BROOM CLEAN.

8. ALL SURFACES TO REMAIN (I.E. FLOOR, WALLS, CEILINGS) SHALL BE REPAIRED
FREE OF CRACKS, HOLES, ETC., FLUSH WITH AND TO MATCH ADJACENT SURFACE
TREATMENT. ALL SURFACES DAMAGED OR ALTERED DUE TO DEMOLITION OR NEW
INSTALLATION SHALL BE RESTORED TO ITS ORIGINAL CONDITION OR BETTER.

9. WHERE EXISTING FIXTURES, FITTINGS, DEVICES, EQUIPMENT, ETC. ARE SHOWN TO BE
REMOVED, THE CONTRACTOR SHALL ALSO BE RESPONSIBLE TO REMOVE ANY

BACK BOXES, SUPPORTS, HIDDEN DEVICES, AND OTHER ASSOCIATED

CONSTRUCTION. ANY HOLES IN THE FLOOR OR ROOF DECK OR SIMILAR SITUATION CAUSED BY
THE REMOVAL OF ITEMS IN THIS CONTRACT ARE TO BE PATCHED AND COVERED

PER LANDLORDS SPECIFICATIONS.

10. ALL DEBRIS REMOVED FROM THE JOB SITE MUST BE DISPOSED OF IN AN
APPROPRIATE AND LAWFUL MANNER.

DEMOLITION PLAN NOTES:

REMOVE EXISTING FREE-STANDING PARTITION IN IT'S ENTIRETY. PATCH ADJACENT
WALL SURFACE AFTER REMOVAL AS REQUIRED.

REMOVE EXISTING CASEWORK AND COUNTERS.

REMOVE EXISTING CURTAIN & ROD. PATCH WALL SURFACES AS REQUIRED.

REMOVE EXISTING CHAIR RAIL. PATCH WALL SURFACE AS REQUIRED.

REPLACE ALL DAMAGED CEILING TILES AROUND COLUMN LOCATION.

EXISTING FLOOR SERVICE SINK AND HARDWARE TO REMAIN. CHECK ALL ITEMS FOR
PROPER OPERATION, CLEAN, AND REPLACE ANY DAMAGED I[TEMS.

EXISTING RESTROOM FIXTURES & FINISHES TO REMAIN. REPLACE AND/OR REPAIR
ANY NON ADA COMPLIANT ACCESSORIES.

REMOVE ALL CARPET FLOOR FINISHES THROUGHOUT SALES AREA. REMOVE ANY
MASTIC ON CONCRETE AND PREPARE FOR NEW FLOOR FINISHES BY OTHERS.

® D P DB DL D

REMOVE ALL EXISTING WALL BASE THROUGHOUT ALL AREAS. PATCH ANY WALL
DAMAGE AS REQUIRED.

REPLACE ALL SAGGING OR DAMAGED CEILING TILES THROUGHOUT ALL AREAS
(APPROX. 72 TILES).

& ©

RELAMP AND/OR REBALLAST ALL LIGHT FIXTURES AS REQUIRED.

©
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The SidorGroup

330.673.7748 SIDORGROUP.COM
ARE GIVEN IN CONFIDENCE AND REMAIN THE PROPERTY OF THE
SIDORGROUP. THE USE OF THIS DESIGN AND THESE CONSTRUCTION
DOCUMENTS FOR PURPOSES OTHER THAN THE SPECIFIED PROJECT
NAMED HEREIN IS STRICTLY PROHIBITED. COPYRIGHT 2010.

3768 Boydell Road  Kent, Ohio 44240
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CONCRETE SLAB (REPAIR/ MODIFICATION)

EXTERIOR WALLS (MASONRY)

EXTERIOR WALLS (FINISHES, SURFACES & MODIFICATIONS)

STOREFRONT GLASS & DOORS

ROOFING & ROOF DECK

CANOPIES & AWNINGS

EXTERIOR DOORS (EXISTING)

EXTERIOR DOOR HARDWARE

DEMISING WALL — METAL STUDS, GYP. BD. (AND INSULATION)

DEMISING WALL — WALL FINISHES

INTERIOR WALLS

INTERIOR WALL FINISHES

INTERIOR DOORS

INTERIOR DOOR HARDWARE

DEMISING & INTERIOR WALL BASE

RESTROOM WALLS

RESTROOM WALL FINISHES

RESTROOM CEILINGS

RESTROOM WALL BASE

RESTROOM DOORS

RESTROOM VCT FLOORING

RESTROOM DOOR HARDWARE

ADA SIGNAGE- RESTROOMS

RESTROOM PLUMBING FIXTURES

MOP SINK (AS REQUIRED BY CODE)

DRINKING FOUNTAINS

TOILET ACCESSORIES

SUSPENDED ACOUSTICAL TILE CEILING (SALES)

INTERIOR LIGHT FIXTURES (SALES & RESTROOMS)

EMERGENCY, EXIT AND MISC. LIGHT FIXTURES

CONCRETE FLOOR PREP AND/OR SEALER

WALK-OFF MATS

VCT FLOORING

CARPET

CERAMIC FLOOR TILE

TRANSITION STRIPS

PAINTING

INTERIOR SIGNAGE AND GRAPHICS

MISC. WOOD BLOCKING, FURRING ETC.

ELECTRICAL SERVICE STUB-IN & METER

TRANSFORMERS

ELECTRICAL DISCONNECTS

ELECTRICAL DISTRIBUTION PANEL (WITH BREAKERS)

EXTERIOR LIGHT FIXTURES

INTERIOR_ELECTRICAL (WIRING AND OUTLETS PER CODE)

INTERIOR ELECTRICAL MODIFICATIONS

TIME CLOCKS

STOREFRONT SIGNAGE OUTLET & CONDUIT

STOREFRONT SIGNAGE WIRING TO PANEL

STOREFRONT SIGNAGE

REAR DOOR BELL

SOUND SYSTEM

FIRE_ALARM SYSTEM DESIGN

FIRE ALARM SYSTEM & WIRING

GAS MANIFOLD (IF AVAIL)
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THERMOSTATS — PROGRAMMABLE
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SPRINKLER BRANCH LINES AND HEADS
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DETAIL/IDENTIFICATION

GENERAL NOTES:

1. ALL WORK SHALL CONFORM WITH THESE DRAWINGS AND ANY PROJECT
NOTES AND/OR SPECIFICATIONS.

2. THE CONTRACTOR SHALL FAMILIARIZE AND CONFORM TO ALL GOVERNMENT
CODES, LANDLORD CRITERIA, AND ALL MANDATORY ADA REGULATIONS
PERTAINING TO NEW CONSTRUCTION AND REMODELS.

3. ALL WORK SHALL BE GUARANTEED AGAINST DEFECTS IN WORKMANSHIP
FOR A PERIOD OF ONE YEAR AFTER ACCEPTANCE BY OWNER. ALL WORK TO
BE PERFORMED IN A FIRST CLASS WORKMANLIKE MANNER.

4. CONTRACTOR TO BE RESPONSIBLE FOR OBTAINING AND PAYING FOR ALL
FEES, PERMITS, BONDS, INSPECTIONS AND APPROVALS TO MEET ALL
APPLICABLE CODES, INSPECTIONS, AND GOVERNING AUTHORITIES.

5. THE CONTRACTOR SHALL FURNISH A CERTIFICATE OF INSURANCE PRIOR
T0 COMMENCING WORK. THE CONTRACTOR SHALL ALSO FURNISH ALL
WAIVERS OF LIENS AND CERTIFICATE OF OCCUPANCY PRIOR TO RECEIVING
FINAL PAYMENT.

6. THE CONTRACTOR SHALL VERIFY ALL MEASUREMENTS AND DIMENSIONS AT
THE JOB SITE AND SHALL TAKE ANY AND ALL MEASUREMENTS NECESSARY
TO VERIFY THE INTENT OF THE DRAWINGS AND PERFORM THE WORK
PROPERLY. ANY DISCREPANCY BETWEEN THE DRAWINGS AND THE MEASURED
DIMENSIONS OF EXISTING CONDITIONS SHALL BE IMMEDIATELY BROUGHT TO
THE ATTENTION OF THE ARCHITECT. NO WORK SHALL PROCEED UNTIL SUCH
DISCREPANCY HAS BEEN RECTIFIED.

7. THE CONTRACTOR SHALL NOT DETAIL, ORDER, AND/OR FABRICATE ANY
MATERIAL WITHOUT COORDINATING SAME WITH FIELD VERIFIED CONDITIONS.
THE CONTRACTOR ALONE IS RESPONSIBLE FOR THE PROPER FITTING AND
CONNECTION OF NEW WORK TO EXISTING CONDITIONS.

8. DO NOT SCALE DRAWINGS. DIMENSIONS GIVEN SHALL GOVERN. LARGE
SCALE DETAILS SHALL GOVERN OVER SMALL SCALE DETAILS.

9. THE CONTRACTOR IS RESPONSIBLE FOR THE PREPARATION OF ANY AND
ALL SHOP DRAWINGS NEEDED TO COMPLETE THE WORK OR TO OBTAIN
NECESSARY APPROVALS FROM THE OWNER AND/OR GOVERNMENT
AUTHORITIES. ANY DRAWINGS NEEDED TO DETAIL WORK NOT SHOWN IN
THESE DRAWINGS BUT NEEDED TO OBTAIN SUCH APPROVALS ARE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR.

10. THE CONTRACTOR SHALL SCHEDULE AND COORDINATE WITH THE
LANDLORD THROUGH HIS REPRESENTATIVE ALL WORK WHICH MAY CAUSE
INTERRUPTION TO THE EXISTING MECHANICAL, ELECTRICAL, OR BUILDING
SYSTEMS OR OPERATIONS. ADVANCED NOTICE MUST BE GIVEN TO LANDLORDS
REPRESENTATIVE FOR ANY WORK WHICH WILL INTERFERE WITH THE FIRE
SAFETY AND SECURITY SYSTEMS WITHIN THE BUILDING.

11. THE CONTRACTOR ALONE SHALL BE RESPONSIBLE FOR SAFETY DURING
THE ENTIRE CONSTRUCTION PERIOD. THE CONTRACTOR SHALL TAKE

16. THE LANDLORD MAY REQUIRE THE CONTRACTOR TO POST A SECURITY
BOND TO COVER CLEANING AND/OR MAINTENANCE WORK REQUIRED AS A
RESULT OF CONSTRUCTION. PLEASE CONTACT LANDLORDS REPRESENTATIVE
FOR MORE INFORMATION.

17. ALL MATERIALS AND CONSTRUCTION METHODS USED IN THIS PROJECT
ARE INTENDED TO COMPLY WITH ALL APPLICABLE BUILDING, ELECTRICAL,
SAFETY, AND SANITARY LAWS IN THE STATE AND CITY WHERE THIS PROJECT
IS LOCATED. BY BIDDING AND ACCEPTING THE CONTRACT FOR THIS PROJECT
THE CONTRACTOR HEREBY ACCEPTS RESPONSIBILITY FOR CONFORMING HIS
WORK TO MEET THESE REQUIREMENTS WHETHER SHOWN ON THESE DRAWINGS
OR NOT AT NO ADDITIONAL CHARGE TO THE OWNER.

18. THE OWNER RESERVES THE RIGHT TO REJECT [TEMS INCORPORATED INTO
THE WORK WHICH FAIL TO MEET THE SPECIFIED MINIMUM REQUIREMENTS.
THE OWNER FURTHER RESERVES THE RIGHT AND WITHOUT PREJUDICE FOR
OTHER RECOURSE TO MAKE ACCEPTABLE ANY NON-COMPLIANT ITEM SUBJECT
TO AN ADJUSTMENT IN THE CONTRACT AMOUNT AS APPROVED BY THE
OWNER.

19. NO SUBSTITUTIONS FOR [TEMS SPECIFIED WILL BE ACCEPTED WITHOUT
PRIOR WRITTEN APPROVAL FROM THE ARCHITECT. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR SUPPLYING ANY DATA OR INFORMATION REQUIRED BY THE
ARCHITECT IN ORDER TO MAKE A DETERMINATION OF ACCEPTABILITY. ANY
COSTS INCURRED IN OTHER TRADES AS A DIRECT OR INDIRECT RESULT OF
SUCH SUBSTITUTION SHALL BE AT THE CONTRACTORS EXPENSE.

20. AT THE COMPLETION OF THE JOB PRIOR TO FINAL PAYMENT, CONTRACTOR
SHALL PROVIDE ONE COMPLETE MARKED UP SET OF "AS BUILTS’, AND
APPLICABLE WARRANTIES, OPERATIONS MANUALS, AND MAINTENANCE
INSTRUCTIONS.

21. PRIOR TO COMPLETION OF WORK AND BEFORE TURNOVER TO OWNER, THE
CONTRACTOR MUST THOROUGHLY CLEAN THE SPACE SO THAT IT IS READY
FOR OCCUPANCY BY THE TENANT. ALL SURFACES MUST BE CLEAN AND FREE
OF DUST, ALL WOOD POLISHED, FLOORS VACUUMED, GLASS CLEANED, ETC.

22. CONTRACTOR SHALL PROVIDE TO THE ARCHITECT FOR REVIEW AND APPROVAL
ALL N.O.A'S FOR ALL STRUCTURAL COMPONENTS, CAST STONE SYSTEMS,
STOREFRONT GLAZING, DOORS, WINDOWS, EIFS CLADDING SYSTEMS, AND ALL
OTHER EXTERIOR ASSEMBLIES AND FINISHES, SHOWING THAT THEY COMPLY WITH
ALL CODE REQUIREMENTS FOR IMPACT. THESE APPROVED N.0.A."S SHALL BE
SUBMITTED TO THE BUILDING DEPT. FOR APPROVAL PRIOR TO INSTALLATION.

ROOM FINISH

SCH

EDULE

ROOM FINISH NOTES:

The SidorGroup

3768 Boydell Road  Kent, Ohio 44240

DESIGN & CONSTRUCTION DOCUMENTS AS INSTRUMENTS OF SERVICE
ARE GIVEN IN CONFIDENCE AND REMAIN THE PROPERTY OF THE
SIDORGROUP. THE USE OF THIS DESIGN AND THESE CONSTRUCTION
DOCUMENTS FOR PURPOSES OTHER THAN THE SPECIFIED PROJECT
NAMED HEREIN IS STRICTLY PROHIBITED. COPYRIGHT 2010.

330.673.7748 SIDORGROUP.COM
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ADEQUATE PRECAUTIONS TO PREVENT DAMAGES IN ANY WAY.
FLOOR BASE WALLS CEILING ,
12. ALL FIREPROOFING THAT IS DAMAGED AS A RESULT OF THE NEW RM. NAME REMARKS 1. WHITE FRP ON WALL TO 8’ AFF.
CONSTRUCTION SHALL BE REPAIRED TO NEW AND SHALL MAINTAIN THE FIRE NO. NORTH FAST SOUTH WEST MATERIAL HGT e o
RATING AND INTEGRITY OF THE STRUCTURE. 2. CEILING GRID TO REMAIN "AS-IS
REPLACE DAMAGED OR SAGGING TILES.
13, THE CONTRACTOR SHALL MAINTAIN THE EXISTING EXITS FREE OF
OBSTRUCTIONS AT ALL TIMES. THE CONTRACTOR SHALL AT ALL TIMES KEEP
THE JOB SITE CLEAR OF ALL RUBBISH AND BUILDING DEBRIS.
= = = = = = =
<C <C <C <C <C <C <C
14, THE CONTRACTOR SHALL COORDINATE THE WORK OF ALL SUB TRADES. = = = _ = _ = _ = _ = _
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COMPLIANT HARDWARE.
ADJACENT TENANT #9981 (N.I.C.)
—— v
] :
LANLORD PROVIDED METAL STUD ) N
: — DEMISING WALL, WITH GYP. BD. TO S R
1o | x LANLORD PROVIDED FLOOR DECK. N
|
4 b o\ SERVICE SINK.
| N
7’_011
y — |ANDLORD PROVIDED
o | UNISEX RESTROOM (1),
| WITH ADA COMPLIANT SINK,
© TOILET, GRAB BARS,
MIRROR, & PAPER
DISPENSERS. j i e
K |
LANLORD PROVIDED ALUMINUM o f’? ©
STOREFRONT FRAMING & GLASS. o ~
225 AMP, 110-208
ELECTRIC PANEL.
. . 5" X 12" STEEL COLUMN.
¥ e—T 3'-0" SERVICE DOOR W/ LANLORD PROVIDED METAL STUD
) ADA COMPLIANT HARDWARE. DEMISING WALL, WITH GYP. BD. TO X
DECK. ey
. = _ —F —_ |
7 / "
g L VA
49'p” ADJACENT TENANT #9975 (N.L.C.) 40'—0"
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SCALE:

1/4": /I I_Dll

DWG. NUMBER:
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FURNISHED BY:

INSTALLED BY:

PROJECT RESPONSIBILITIES
DIVISION OF WORK:

ALL WORK SHOWN ON LOD PLAN TO BE COMPLETED BY
LANDLORD AT LANDLORD’S EXPENSE UNLESS NOTED
*TO BE COMPLETED BY TENANT."

EXISTING "AS-IS”
LANDLORD

EXISTING "AS—IS”
LANDLORD

TENANT MODIFICATION PERMITS & FEES (BUILDING & ZONING)

PERMITS & FEES (SIGNAGE)

TEMPORARY UTILITIES

DUMPSTER PADS

DUMPSTERS

000 OO ® TENANT

000 OO ® TENANT

COMPACTOR

COMPACTOR WIRING & DISCONNECT

SITE (PARKING LOT, SIDEWALKS, LANDSCAPING)

FOOTINGS & FOUNDATIONS

CONCRETE SLAB (EXISTING)

CONCRETE SLAB (REPAIR/ MODIFICATION)

EXTERIOR WALLS (MASONRY)

EXTERIOR WALLS (FINISHES, SURFACES & MODIFICATIONS)

STOREFRONT GLASS & DOORS

ROOFING & ROOF DECK

CANOPIES & AWNINGS

EXTERIOR DOORS (EXISTING)

EXTERIOR DOOR HARDWARE

DEMISING WALL — METAL STUDS, GYP. BD. (AND INSULATION)

DEMISING WALL — WALL FINISHES

INTERIOR WALLS

INTERIOR WALL FINISHES

INTERIOR DOORS

INTERIOR DOOR HARDWARE

DEMISING & INTERIOR WALL BASE

RESTROOM WALLS

RESTROOM WALL FINISHES

RESTROOM_CEILINGS

RESTROOM WALL BASE

RESTROOM DOORS

RESTROOM VCT FLOQRING

RESTROOM DOOR HARDWARE

ADA SIGNAGE— RESTROOMS

RESTROOM PLUMBING FIXTURES

MOP SINK (AS REQUIRED BY CODE)

DRINKING FOUNTAINS

TOILET ACCESSORIES

SUSPENDED ACOUSTICAL TILE CEILING (SALES)

INTERIOR LIGHT FIXTURES (SALES & RESTROOMS)

EMERGENCY, EXIT AND MISC. LIGHT FIXTURES

CONCRETE FLOOR PREP AND/OR SEALER

WALK—OFF MATS

VCT FLOORING

CARPET

CERAMIC FLOOR TILE

TRANSITION STRIPS

PAINTING

INTERIOR SIGNAGE AND GRAPHICS

MISC. WOOD BLOCKING, FURRING ETC.

ELECTRICAL SERVICE STUB-IN & METER

TRANSFORMERS

ELECTRICAL DISCONNECTS

ELECTRICAL DISTRIBUTION PANEL (WITH BREAKERS)

EXTERIOR LIGHT FIXTURES

INTERIOR ELECTRICAL (WIRING AND OUTLETS PER CODE)

INTERIOR ELECTRICAL MODIFICATIONS

TIME_CLOCKS

STOREFRONT SIGNAGE OUTLET & CONDUIT

STOREFRONT SIGNAGE WIRING TO PANEL

STOREFRONT SIGNAGE

REAR DOOR BELL

SOUND SYSTEM

FIRE ALARM SYSTEM DESIGN

FIRE ALARM SYSTEM & WIRING

GAS MANIFOLD (IF AVAIL.)

GAS STUB-IN & METER (IF AVAIL.)

THERMOSTATS — PROGRAMMABLE

HVAC UNITS (ROOF CURBS)

HVAC UNITS

HVAC INTERIOR DISTRIBUTION DUCTWORK

HVAC INTERIOR DISTRIBUTION DUCTWORK MODIFICATIONS

HVAC DUCT SMOKE DETECTORS

SPRINKLER MAINS

SPRINKLER BRANCH LINES AND HEADS

PLUMBING MAIN SERVICE & METER

PLUMBING (BRANCH LINES NEW AND/OR MODIFICATIONS)

FIRE_EXTINGUISHERS

TELEPHONE STUB—IN AND PHONE BOARD

TELEPHONE WIRING

DATA (CONDUIT & WIRE) FOR POS REGISTER SYSTEM

RM # 9993
SPACE

FLOOR: CONCRETE
BASE: NONE

N WALL: GYP. BD.

E WALL: GYP. BD.

S WALL: GYP. BD.

W WALL: GLASS

CEILING:  EXPOSED DECK

REMARKS: LANDLORD’S VANILLA BO:

17’_0”

The SidorGroup

3768 Boydell Road  Kent, Ohio 44240
330.673.7748 SIDORGROUP.COM

ARE GIVEN IN CONFIDENCE AND REMAIN THE PROPERTY OF THE
SIDORGROUP. THE USE OF THIS DESIGN AND THESE CONSTRUCTION
NAMED HEREIN IS STRICTLY PROHIBITED. COPYRIGHT 2010.

DESIGN & CONSTRUCTION DOCUMENTS AS INSTRUMENTS OF SERVICE
DOCUMENTS FOR PURPOSES OTHER THAN THE SPECIFIED PROJECT
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FURNISHED BY:

INSTALLED BY:

PROJECT RESPONSIBILITIES
DIVISION OF WORK:

ALL WORK SHOWN ON LOD PLAN TO BE COMPLETED BY
LANDLORD AT LANDLORD'S EXPENSE UNLESS NOTED
“T0 BE COMPLETED BY TENANT.”

EXISTING "AS-IS”

LANDLORD

EXISTING "AS-IS”

LANDLORD

TENANT MODIFICATION PERMITS & FEES (BUILDING & ZONING)

PERMITS & FEES (SIGNAGE)

TEMPORARY UTILITIES

DUMPSTER PADS

DUMPSTERS

0 0@ @O e TENANT

00(® @O O TENANT

COMPACTOR

COMPACTOR WIRING & DISCONNECT

SITE (PARKING LOT, SIDEWALKS, LANDSCAPING)

FOOTINGS & FOUNDATIONS

CONCRETE SLAB (EXISTING)

CONCRETE SLAB (REPAIR/_ MODIFICATION)

EXTERIOR WALLS (MASONRY)

EXTERIOR WALLS (FINISHES, SURFACES & MODIFICATIONS)

STOREFRONT GLASS & DOORS

ROOFING & ROOF DECK

CANOPIES & AWNINGS

EXTERIOR DOORS (EXISTING)

EXTERIOR DOOR HARDWARE

DEMISING WALL — METAL STUDS, GYP. BD. (AND INSULATION)

DEMISING WALL — WALL FINISHES

INTERIOR WALLS

INTERIOR WALL FINISHES

INTERIOR_DOORS

INTERIOR DOOR HARDWARE

DEMISING & INTERIOR WALL BASE

RESTROOM WALLS

RESTROOM WALL FINISHES

RESTROOM CEILINGS

RESTROOM WALL BASE

RESTROOM_DOORS

RESTROOM VCT FLOORING

RESTROOM DOOR HARDWARE

ADA SIGNAGE— RESTROOMS

RESTROOM PLUMBING FIXTURES

MOP SINK (AS REQUIRED BY CODE)

DRINKING FOUNTAINS

TOILET ACCESSORIES

SUSPENDED ACOUSTICAL TILE CEILING (SALES)

INTERIOR LIGHT FIXTURES (SALES & RESTROOMS)

EMERGENCY, EXIT AND MISC. LIGHT FIXTURES

DEMOLITION NOTES:

1. GENERAL CONTRACTOR IS TO BE RESPONSIBLE FOR ALL DEMOLITION AND
REMOVAL OF EXISTING PARTITIONS, SOFFITS, DOORS, FRAMES, ANY MECHANICAL
AND ELECTRICAL EQUIPMENT, WALL TREATMENT, FLOOR COVERING, ETC., AS
NOTED ON THESE PLANS, AND AS REQUIRED FOR "VANILLA BOX” CONSTRUCTION,
UNLESS STATED OTHERWISE IN THE WORK SCHEDULE AND PER INDIVIDUAL LEASE
SITUATIONS).

2. THE GENERAL CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS AND
SHALL NOTIFY THE ARCHITECT OF DISCREPANCIES BEFORE PROCEEDING WITH
DEMOLITION WORK. ALL WORK SHALL BE COORDINATED WITH THE DRAWINGS FOR
NEW CONSTRUCTION.

3. THE GENERAL CONTRACTOR SHALL BE RESPONSIBLE FOR SHUTTING OFF
ELECTRICITY, GAS, WATER, STEAM, SPRINKLERS, AND OTHER SERVICES, INCLUDING
THE CAPPING OF PIPES AND CONDUITS IN ADVANCE OF DEMOLITION.

4. IN THE EVENT OF UNKNOWN CONSTRUCTION OR UNKNOWN CONDITIONS THAT AFFECT
DEMOLITION OR CONSTRUCTION, THE GENERAL CONTRACTOR SHALL IMMEDIATELY

NOTIFY THE ARCHITECT, IN WRITING, DESCRIBING FULLY THE CONDITIONS

ENCOUNTERED.

5. CAREFULLY REMOVE ALL MATERIAL DURING DEMOLITION. PROVIDE ALL
REQUIRED BRACING, SHORING, AND SUPPORTS TO MAINTAIN STRUCTURAL
ADEQUACY OF EXISTING WORK DURING CONSTRUCTION.

6. CONSTRUCT AND MAINTAIN WEATHERPROOF PROTECTION AT ALL TEMPORARY
OPENINGS IN BUILDING WHERE REQUIRED.

7. AT THE CONCLUSION OF ALL DEMOLITION AND REMOVABLE WORK UNDER THIS
CONTRACT, REMOVE ANY REMAINING DEBRIS, ALL EQUIPMENT USED FOR
DEMOLITION AND LEAVE THE AFFECTED AREA BROOM CLEAN.

8. ALL SURFACES TO REMAIN (I.E. FLOOR, WALLS, CEILINGS) SHALL BE REPAIRED
FREE OF CRACKS, HOLES, ETC., FLUSH WITH AND TO MATCH ADJACENT SURFACE
TREATMENT. ALL SURFACES DAMAGED OR ALTERED DUE TO DEMOLITION OR NEW

INSTALLATION SHALL BE RESTORED TO ITS ORIGINAL CONDITION OR BETTER.

9. WHERE EXISTING FIXTURES, FITTINGS, DEVICES, EQUIPMENT, ETC. ARE SHOWN TO BE
REMOVED, THE CONTRACTOR SHALL ALSO BE RESPONSIBLE TO REMOVE ANY

BACK BOXES, SUPPORTS, HIDDEN DEVICES, AND OTHER ASSOCIATED

CONSTRUCTION. ANY HOQLES IN THE FLOOR OR ROOF DECK OR SIMILAR SITUATION CAUSED BY
THE REMOVAL OF ITEM$ IN THIS CONTRACT ARE TO BE PATCHED AND COVERED

PER LANDLORDS SRECIFICATIONS.

10. ALL DEBRIS REMOVED FROM THE JOB SITE MUST BE DISPOSED OF IN AN
APPROPRIATE AND [AWKUL MANNER.

DEMOLITION PLAN NOTES:

® D D DB BB D

& ©

WALL SURFACE AFTER REMOVAL AS REQUIRED.

REMOVE EXISTING CASEWORK AND COUNTERS.

REQUIRED.

DENOTES EXISTING WALLS TO REMAIN.

REPLACE IF REQUIRED.

DAMAGE AS REQUIRED.

REMOVE EXISTING FREE-STANDING PARTITION IN IT'S ENTIRETY. PATCH ADJACENT

REMOVE EXISTING PLUMBING WASTE LINE AGAINST WALL. PATCH WALL SURFACES AS

EXISTING WATER HEATER TO REMAIN. CHECK FOR PROPER OPERATION AND REPAIR

REMOVE EXISTING FLOOR SERVICE SINK AND HARDWARE. REMOVE WALL SHELVES.
REMOVE FLOOR TILE. PATCH ALL WALL SURFACES AS REQUIRED.

EXISTING RESTROOM FIXTURES TO REMAIN. REMOVE ALL WALL FINISHES. REMOVE
WALL BASE. REPLACE ALL ACCESSORIES WITH ADA COMPLIANT AS REQUIRED.

REMOVE ALL EXISTING FLOOR FINISHES THROUGHOUT ALL AREAS. REMOVE ANY
MASTIC ON CONCRETE AND PREPARE FOR NEW FLOOR FINISHES BY OTHERS.

REMOVE ALL EXISTING WALL BASE THROUGHOUT ALL AREAS. PATCH ANY WALL

REMOVE ALL ELECTRICAL AND HVAC SYSTEMS AND/OR COMPONENTS IN CEILING
AREAS NOT BEING REUSED IN NEW VB CONSTRUCTION.

REMOVE ALL EXISTING LIGHT FIXTURES (NOT IN RESTROOMS OR JANITORS ROOM).

CONCRETE FLOOR PREP AND/OR SEALER

WALK—OFF MATS

VCT FLOORING

CARPET

CERAMIC FLOOR TILE

TRANSITION STRIPS

PAINTING

INTERIOR SIGNAGE AND GRAPHICS

MISC. WOOD BLOCKING, FURRING ETC.

ELECTRICAL SERVICE STUB-IN & METER

TRANSFORMERS

ELECTRICAL DISCONNECTS

ELECTRICAL DISTRIBUTION PANEL (WITH BREAKERS)

EXTERIOR LIGHT FIXTURES

INTERIOR_ELECTRICAL (WIRING AND OUTLETS PER CODE)

INTERIOR ELECTRICAL MODIFICATIONS

TIME_CLOCKS

STOREFRONT SIGNAGE OUTLET & CONDUIT

STOREFRONT SIGNAGE WIRING TO PANEL

STOREFRONT SIGNAGE

REAR DOOR BELL

SOUND SYSTEM

FIRE_ALARM SYSTEM DESIGN

FIRE ALARM SYSTEM & WIRING

GAS MANIFOLD (IF AVAIL)

GAS STUB-IN & METER (IF AVAIL.)

THERMOSTATS — PROGRAMMABLE

HVAC UNITS (ROOF CURBS)

HVAC UNITS

HVAC INTERIOR DISTRIBUTION DUCTWORK

HVAC INTERIOR DISTRIBUTION DUCTWORK MODIFICATIONS

HVAC DUCT SMOKE DETECTORS

SPRINKLER MAINS

SPRINKLER BRANCH LINES AND HEADS

PLUMBING MAIN SERVICE & METER

PLUMBING (BRANCH LINES NEW AND/OR MODIFICATIONS)

FIRE_EXTINGUISHERS

TELEPHONE STUB-IN AND PHONE BOARD

TELEPHONE WIRING

DATA (CONDUIT & WIRE) FOR POS REGISTER SYSTEM

|

NEW CONSTRUCTION

EXISTING CONSTRUCTION
TO BE REMOVED

WALL FINISH TYPE

WALL CONSTRUCTION TYPE

WINDOW TYPE

CHGRENE

DOOR NUMBER

ROOM NUMBER

_.
-
-
~

ELEVATION

SECTION

@@E@

DETAIL/IDENTIFICATION

The SidorGroup

3768 Boydell Road  Kent, Ohio 44240

330.673.7748 SIDORGROUP.COM
ARE GIVEN IN CONFIDENCE AND REMAIN THE PROPERTY OF THE
SIDORGROUP. THE USE OF THIS DESIGN AND THESE CONSTRUCTION
NAMED HEREIN IS STRICTLY PROHIBITED. COPYRIGHT 2010.

DESIGN & CONSTRUCTION DOCUMENTS AS INSTRUMENTS OF SERVICE
DOCUMENTS FOR PURPOSES OTHER THAN THE SPECIFIED PROJECT
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FURNISHED BY:

PROJECT RESPONSIBILITIES
DIVISION OF WORK:

ALL WORK SHOWN ON LOD PLAN TO BE COMPLETED BY
LANDLORD AT LANDLORD'S EXPENSE UNLESS NOTED
*T0 BE COMPLETED BY TENANT.”

INSTALLED BY:

EXISTING "AS—IS”
LANDLORD

EXISTING "AS—IS”
LANDLORD

TENANT MODIFICATION PERMITS & FEES (BUILDING & ZONING)

PERMITS & FEES (SIGNAGE)

TEMPORARY UTILITIES

®|®| DUMPSTER PADS

DUMPSTERS

00® © 0 e TENANT

00® OO O TENANT

COMPACTOR

COMPACTOR WIRING & DISCONNECT

SITE_(PARKING LOT, SIDEWALKS, LANDSCAPING)

FOOTINGS & FOUNDATIONS

CONCRETE SLAB (EXISTING)

CONCRETE SLAB (REPAIR/ MODIFICATION)

EXTERIOR WALLS (MASONRY)

EXTERIOR WALLS (FINISHES, SURFACES & MODIFICATIONS)

STOREFRONT GLASS & DOORS

ROOFING & ROOF DECK

CANOPIES & AWNINGS

EXTERIOR DOORS (EXISTING)

EXTERIOR DOOR HARDWARE

DEMISING WALL — METAL STUDS, GYP. BD. (AND INSULATION)

DEMISING WALL — WALL FINISHES

INTERIOR WALLS

INTERIOR WALL FINISHES

INTERIOR DOORS

INTERIOR DOOR HARDWARE

DEMISING & INTERIOR WALL BASE

RESTROOM WALLS

RESTROOM WALL FINISHES

RESTROOM_CEILINGS

RESTROOM WALL BASE

RESTROOM DOORS

RESTROOM VCT FLOORING

RESTROOM _DOOR_HARDWARE

ADA SIGNAGE-_RESTROOMS

RESTROOM PLUMBING FIXTURES

MOP_SINK (AS REQUIRED BY CODE)

DRINKING FOUNTAINS

TOILET ACCESSORIES

SUSPENDED ACOUSTICAL TILE CEILING (SALES)

INTERIOR LIGHT FIXTURES (SALES & RESTROOMS)

EMERGENCY, EXIT AND MISC. LIGHT FIXTURES

CONCRETE FLOOR PREP AND/OR SEALER

WALK—-OFF MATS

VCT FLOORING

CARPET

CERAMIC FLOOR TILE

TRANSITION STRIPS

PAINTING

INTERIOR SIGNAGE AND GRAPHICS

MISC. WOOD BLOCKING, FURRING ETC.

ELECTRICAL SERVICE STUB-IN & METER

TRANSFORMERS

ELECTRICAL DISCONNECTS

ELECTRICAL DISTRIBUTION PANEL (WITH BREAKERS)

EXTERIOR LIGHT FIXTURES

INTERIOR_ELECTRICAL (WIRING AND OUTLETS PER CODE)

INTERIOR ELECTRICAL MODIFICATIONS

TIME_CLOCKS

STOREFRONT SIGNAGE OQUTLET & CONDUIT

STOREFRONT SIGNAGE WIRING TO PANEL

STOREFRONT SIGNAGE

REAR DOOR BELL

SOUND SYSTEM

FIRE ALARM SYSTEM DESIGN

FIRE_ALARM SYSTEM & WIRING

GAS MANIFOLD (IF AVAIL.)

GAS STUB-IN & METER (IF AVAIL)

THERMOSTATS — PROGRAMMABLE

HVAC UNITS (ROOF CURBS)

HVAC UNITS

HVAC INTERIOR DISTRIBUTION DUCTWORK

HVAC INTERIOR DISTRIBUTION DUCTWORK MODIFICATIONS

HVAC DUCT SMOKE DETECTORS

SPRINKLER MAINS

SPRINKLER BRANCH LINES AND HEADS

PLUMBING MAIN SERVICE & METER

PLUMBING (BRANCH LINES NEW AND/OR MODIFICATIONS)

@| FIRE EXTINGUISHERS

®| TELEPHONE STUB—IN AND PHONE BOARD

TELEPHONE WIRING

DATA (CONDUIT & WIRE) FOR POS REGISTER SYSTEM

— NEW CONSTRUCTION
R EXISTING CONSTRUCTION
TO BE REMOVED
A WALL FINISH TYPE
WALL CONSTRUCTION TYPE
@ WINDOW TYPE
DOOR NUMBER
114 ROOM NUMBER
/N
VAN ELEVATION
\A-9/
@_1 SECTION
1 DETAIL /IDENTIFICATION
/

GENERAL NOTES:

1. ALL WORK SHALL CONFORM WITH THESE DRAWINGS AND ANY PROJECT
NOTES AND/OR SPECIFICATIONS.

2. THE CONTRACTOR SHALL FAMILIARIZE AND CONFORM TO ALL GOVERNMENT
CODES, LANDLORD CRITERIA, AND ALL MANDATORY ADA REGULATIONS
PERTAINING TO NEW CONSTRUCTION AND REMODELS.

3. ALL WORK SHALL BE GUARANTEED AGAINST DEFECTS IN WORKMANSHIP
FOR A PERIOD OF ONE YEAR AFTER ACCEPTANCE BY OWNER. ALL WORK TO
BE PERFORMED IN A FIRST CLASS WORKMANLIKE MANNER.

4. CONTRACTOR TO BE RESPONSIBLE FOR OBTAINING AND PAYING FOR ALL
FEES, PERMITS, BONDS, INSPECTIONS AND APPROVALS TO MEET ALL
APPLICABLE CODES, INSPECTIONS, AND GOVERNING AUTHORITIES.

5. THE CONTRACTOR SHALL FURNISH A CERTIFICATE OF INSURANCE PRIOR
TO COMMENCING WORK. THE CONTRACTOR SHALL ALSO FURNISH ALL

11. THE CONTRACTOR ALONE SHALL BE RESPONSIBLE FOR SAFETY DURING
THE ENTIRE CONSTRUCTION PERIOD. THE CONTRACTOR SHALL TAKE
ADEQUATE PRECAUTIONS TO PREVENT DAMAGES IN ANY WAY.

12. ALL FIREPROOFING THAT IS DAMAGED AS A RESULT OF THE NEW
CONSTRUCTION SHALL BE REPAIRED TO NEW AND SHALL MAINTAIN THE FIRE
RATING AND INTEGRITY OF THE STRUCTURE.

13. THE CONTRACTOR SHALL MAINTAIN THE EXISTING EXITS FREE OF
OBSTRUCTIONS AT ALL TIMES. THE CONTRACTOR SHALL AT ALL TIMES KEEP
THE JOB SITE CLEAR OF ALL RUBBISH AND BUILDING DEBRIS.

14. THE CONTRACTOR SHALL COORDINATE THE WORK OF ALL SUB TRADES.

15. THE CONTRACTOR SHALL COORDINATE WITH THE LANDLORDS
REPRESENTATIVE ALL REQUIREMENTS FOR MATERIAL STORAGE ON SITE.
ACCESS TO THE BUILDING SITE WILL BE REGULATED BY THE LANDLORDS
REPRESENTATIVE.

16. THE LANDLORD MAY REQUIRE THE CONTRACTOR TO POST A SECURITY
BOND TO COVER CLEANING AND/OR MAINTENANCE WORK REQUIRED AS A
RESULT OF CONSTRUCTION. PLEASE CONTACT LANDLORDS REPRESENTATIVE
FOR MORE INFORMATION.

17. ALL MATERIALS AND CONSTRUCTION METHODS USED IN THIS PROJECT
ARE INTENDED TO COMPLY WITH ALL APPLICABLE BUILDING, ELECTRICAL,
SAFETY, AND SANITARY LAWS IN THE STATE AND CITY WHERE THIS PROJECT
IS LOCATED. BY BIDDING AND ACCEPTING THE CONTRACT FOR THIS PROJECT
THE CONTRACTOR HEREBY ACCEPTS RESPONSIBILITY FOR CONFORMING HIS
WORK TO MEET THESE REQUIREMENTS WHETHER SHOWN ON THESE DRAWINGS
OR NOT AT NO ADDITIONAL CHARGE TO THE OWNER.

18. THE OWNER RESERVES THE RIGHT TO REJECT [TEMS INCORPORATED INTO
THE WORK WHICH FAIL TO MEET THE SPECIFIED MINIMUM REQUIREMENTS.
THE OWNER FURTHER RESERVES THE RIGHT AND WITHOUT PREJUDICE FOR
OTHER RECOURSE TO MAKE ACCEPTABLE ANY NON—COMPLIANT ITEM SUBJECT
(T)SV NAENR ADJUSTMENT IN THE CONTRACT AMOUNT AS APPROVED BY THE

19. NO SUBSTITUTIONS FOR ITEMS SPECIFIED WILL BE ACCEPTED WITHOUT
PRIOR WRITTEN APPROVAL FROM THE ARCHITECT. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR SUPPLYING ANY DATA OR INFORMATION REQUIRED BY THE
ARCHITECT IN ORDER TO MAKE A DETERMINATION OF ACCEPTABILITY. ANY
COSTS INCURRED IN OTHER TRADES AS A DIRECT OR INDIRECT RESULT OF
SUCH SUBSTITUTION SHALL BE AT THE CONTRACTORS EXPENSE.

20. AT THE COMPLETION OF THE JOB PRIOR TO FINAL PAYMENT, CONTRACTOR
SHALL PROVIDE ONE COMPLETE MARKED UP SET OF "AS BUILTS’, AND
APPLICABLE WARRANTIES, OPERATIONS MANUALS, AND MAINTENANCE
INSTRUCTIONS.

21. PRIOR TO COMPLETION OF WORK AND BEFORE TURNOVER TO OWNER, THE
CONTRACTOR MUST THOROUGHLY CLEAN THE SPACE SO THAT IT IS READY
FOR OCCUPANCY BY THE TENANT. ALL SURFACES MUST BE CLEAN AND FREE
OF DUST, ALL WOOD POLISHED, FLOORS VACUUMED, GLASS CLEANED, ETC.

22. CONTRACTOR SHALL PROVIDE TO THE ARCHITECT FOR REVIEW AND APPROVAL
ALL N.O.A'S FOR ALL STRUCTURAL COMPONENTS, CAST STONE SYSTEMS,
STOREFRONT GLAZING, DOORS, WINDOWS, EIFS CLADDING SYSTEMS, AND ALL
OTHER EXTERIOR ASSEMBLIES AND FINISHES, SHOWING THAT THEY COMPLY WITH
ALL CODE REQUIREMENTS FOR IMPACT. THESE APPROVED N.0.A.'S SHALL BE
SUBMITTED TO THE BUILDING DEPT. FOR APPROVAL PRIOR TO INSTALLATION.

The SidorGroup

3768 Boydell Road  Kent, Ohio 44240

DESIGN & CONSTRUCTION DOCUMENTS AS INSTRUMENTS OF SERVICE
ARE GIVEN IN CONFIDENCE AND REMAIN THE PROPERTY OF THE
SIDORGROUP. THE USE OF THIS DESIGN AND THESE CONSTRUCTION
DOCUMENTS FOR PURPOSES OTHER THAN THE SPECIFIED PROJECT
NAMED HEREIN IS STRICTLY PROHIBITED. COPYRIGHT 2010.

330.673.7748 SIDORGROUP.COM

WAIVERS OF LIENS AND CERTIFICATE OF OCCUPANCY PRIOR TO RECEIVING
FINAL PATMENT. ROOM FINISH SCHEDUTLE
6. THE CONTRACTOR SHALL VERIFY ALL MEASUREMENTS AND DIMENSIONS AT ROOM FINISH NOTES:
THE JOB SITE AND SHALL TAKE ANY AND ALL MEASUREMENTS NECESSARY O0R oSE WALLS CEILING
T0 VERIFY THE INTENT OF THE DRAWINGS AND PERFORM THE WORK
PROPERLY. ANY DISCREPANCY BETWEEN THE DRAWINGS AND THE MEASURED RM. NAME REMARKS 1. REPAINT ALL WALLS W/ SEMI-GLOSS WASHABLE.
DIMENSIONS OF EXISTING CONDITIONS SHALL BE IMMEDIATELY BROUGHT TO NO. NORTH EAST SOUTH WEST MATERIAL HGT
2. REPAINT CEILING DECK AND STRUCTURE.
THE ATTENTION OF THE ARCHITECT. NO WORK SHALL PROCEED UNTIL SUCH
DISCREPANCY HAS BEEN RECTIFIED. REPAINT ALL HVAC AND PIPING AND CONDUITS.
7. THE CONTRACTOR SHALL NOT DETAIL, ORDER, AND/OR FABRICATE ANY 3. NEW 6” VINYL WALL BASE.
MATERIAL WITHOUT COORDINATING SAME WITH FIELD VERIFIED CONDITIONS.
THE CONTRACTOR ALONE IS RESPONSIBLE FOR THE PROPER FITTING AND = = = = = = = 4. NEW VINYL FLOOR TILE.
CONNECTION OF NEW WORK TO EXISTING CONDITIONS. = = = A = A = a = A =11 a
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8. DO NOT SCALE DRAWINGS. DIMENSIONS GIVEN SHALL GOVERN. LARGE =2 2 |e|lw| 2 = 3 = 2| |e S = 3 o8 S 5. PATCH ALL WALLS FOR PAINT BY OTHERS.
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9. THE CONTRACTOR IS RESPONSIBLE FOR THE PREPARATION OF ANY AND =13ls|Glzlz i z|g|glz|alg2s Elza eg2s ==z 2s =z ale2s =z z<d sl
ALL SHOP DRAWINGS NEEDED TO COMPLETE TH/E WORK OR TO OBTAIN
NECESSARY APPROVALS FROM THE OWNER AND/OR GOVERNMENT -
AUTHORITIES. ANY DRAWINGS NEEDED TO DETAIL WORK NOT SHOWN IN 001 | SALES AREA o0 o0 o |® e |0 e |0 ® d ®| 154 NOTE 2, 5
THESE DRAWINGS BUT NEEDED TO OBTAIN SUCH APPROVALS ARE THE SOLE 002 | MENS RESTROOM " NOTE 1. 3, 4
RESPONSIBILITY OF THE CONTRACTOR. bt bt bt hdlhd bt hdlhd bt hdlhd bd hdlld hd bt 8-0
103 | WOMENS RESTROOM o o o o o ® 0|0 o o ® 0|0 [ ) 8'-0" NOTE 1, 3, 4
10. THE CONTRACTOR SHALL SCHEDULE AND COORDINATE WITH THE —
LANDLORD THROUGH HIS REPRESENTATIVE ALL WORK WHICH MAY CAUSE 104 | SERVICE ROOM ® ® ® O ® O o O o O o O 8'-0 NOTE 3, 4, 6
INTERRUPTION TO THE EXISTING MECHANICAL, ELECTRICAL, OR BUILDING
SYSTEMS OR OPERATIONS. ADVANCED NOTICE MUST BE GIVEN TO LANDLORDS |
REPRESENTATIVE FOR ANY WORK WHICH WILL INTERFERE WITH THE FIRE
SAFETY AND SECURITY SYSTEMS WITHIN THE BUILDING. Q
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